1 Identification of the substance/mixture and of the company/undertaking

- **Product identifier**
- **Trade name:** *Epoxy.com Product # 698  MMA Mortar Resin*
- **Application of the substance / the preparation** Coating
- **Details of the supplier of the safety data sheet**
  - **Manufacturer/Supplier:** Epoxy Systems, Inc.
  - Address: 204775 W Pennsylvania Ave
  - Dunnellon, Florida 34431
  - Tel.: +1352-489-1666
  - Fax.: +1342-489-1625
- **Information department:** Norm Lambert Tel.: +1 352-489-1666
  - Email: Info@epoxy.com
- **Emergency telephone number:** PERS Tel.: +1 800-533 8253 International: 801-629-0667

2 Composition/information on ingredients

- **Chemical characterization:** Mixtures
- **Description:** methyl methacrylate resin

<table>
<thead>
<tr>
<th>CAS: 80-62-6</th>
<th>EINECS: 201-297-1</th>
<th>methyl methacrylate</th>
<th>25-50%</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>Xi R37/38-43</td>
<td>F R11</td>
</tr>
<tr>
<td></td>
<td></td>
<td>H225; H315; H317; H335</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>CAS: 103-11-7</th>
<th>EINECS: 203-080-7</th>
<th>2-ethylhexyl acrylate</th>
<th>10-25%</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>Xi R37/38-43</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>H315; H317; H335</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>CAS: 38668-48-3</th>
<th>EINECS: 254-075-1</th>
<th>1,1'-[(p-tolylamino)di]propan-2-ol</th>
<th>&lt; 2.5%</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>T R25; Xi R41</td>
<td>R52/53</td>
</tr>
<tr>
<td></td>
<td></td>
<td>H301; H318; H402; H412</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>CAS: 2440-22-4</th>
<th>EINECS: 219-470-5</th>
<th>2-(2H-Benotriazol-2-yl)-p-kresol</th>
<th>&lt; 2.5%</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>Xi R43</td>
<td>R53</td>
</tr>
<tr>
<td></td>
<td></td>
<td>H317; H413</td>
<td></td>
</tr>
</tbody>
</table>

Additional information For the wording of the listed risk phrases refer to section 16.

3 Hazards identification

- **GHS02 Flame**
- **H225** Highly flammable liquid and vapour.

- **GHS07**
- **H315** Causes skin irritation.
- **H317** May cause an allergic skin reaction.
- **H335** May cause respiratory irritation.
- **H333** May be harmful if inhaled.

**Classification according to Directive 67/548/EEC or Directive 1999/45/EC**

- **Xi; Irritant**
- **R37/38-43:** Irritating to respiratory system and skin. May cause sensitization by skin contact.
Trade name: Epoxy.com Product #698 MMA Mortar Resin

(Contd. of page 1)

- **F**: Highly flammable
- **R11**: Highly flammable.
- **Information concerning particular hazards for human and environment:**
  The product has to be labelled due to the calculation procedure of the "General Classification guideline for preparations of the EU" in the latest valid version.

- **Label elements**
- **Labelling according to EU guidelines:**
  The product has been classified and marked in accordance with EU Directives / Ordinance on Hazardous Materials
- **Code letter and hazard designation of product:**
  - Xi Irritant
  - F Highly flammable

- **Hazard-determining components of labelling:**
  - methyl methacrylate
  - 2-ethylhexyl acrylate

- **Risk phrases:**
  - 11 Highly flammable.
  - 37/38 Irritating to respiratory system and skin.
  - 43 May cause sensitization by skin contact.

- **Safety phrases:**
  - 9 Keep container in a well-ventilated place.
  - 16 Keep away from sources of ignition - No smoking.
  - 24 Avoid contact with skin.
  - 28 After contact with skin, wash immediately with plenty of soap and water
  - 33 Take precautionary measures against static discharges.
  - 37 Wear suitable gloves.
  - 60 This material and its container must be disposed of as hazardous waste.

- **Classification system**
- **NFPA ratings (scale 0-4)**
  - Health = 1
  - Fire = 3
  - Reactivity = 0

### 4 First aid measures

- **General information** Immediately remove any clothing soiled by the product.
- **After inhalation**
  - Take affected persons into fresh air and keep quiet.
  - Seek medical treatment in case of complaints.
- **After skin contact**
  - Immediately wash with water and soap and rinse thoroughly.
  - If skin irritation continues, consult a doctor.
- **After eye contact**
  - Rinse opened eye for several minutes under running water. Then consult a doctor.
- **After swallowing**
  - Seek immediate medical advice.
- **Information for doctor** No particular measures are known - treat according to symptoms.

### 5 Firefighting measures

- **Suitable extinguishing agents** CO2, sand, extinguishing powder. Do not use water.
Trade name: **Epoxy.com Product #698 MMA Mortar Resin**

**6 Accidental release measures**

- Personal precautions, protective equipment and emergency procedures
  
  Ensure adequate ventilation
  
  Wear protective clothing.

- **Environmental precautions:**
  
  Prevent seepage into sewage system, workpits and cellars.
  
  Do not allow to penetrate the ground/soil.

- **Methods and material for containment and cleaning up:**
  
  Absorb with liquid-binding material (sand, diatomite, acid binders, universal binders, sawdust).
  
  Ensure adequate ventilation.
  
  Do not flush with water or aqueous cleansing agents

- Reference to other sections Clean the accident area carefully.

**7 Handling and storage**

- **Handling**
  
  Precautions for safe handling
  
  Keep receptacles tightly sealed.
  
  Store in cool, dry place in tightly closed receptacles.
  
  Ensure good interior ventilation, especially at floor level. (Fumes are heavier than air).

- **Information about protection against explosions and fires:**
  
  Keep ignition sources away - Do not smoke.
  
  Protect against electrostatic charges.
  
  Fumes can combine with air to form an explosive mixture.
  
  Flammable gas-air mixtures may be formed in empty receptacles.

- **Storage**
  
  Requirements to be met by storerooms and receptacles:
  
  Store in a cool location.
  
  Keep containers securely closed and dry, store at 5 - 25°C.
  
  Store only in the original receptacle.
  
  Provide floor trough without outlet.

- **Information about storage in one common storage facility:** Store away from oxidizing agents.

- **Further information about storage conditions:**
  
  Keep receptacle tightly sealed.
  
  Store in cool, dry conditions in well sealed receptacles.
  
  Store only outside or in explosion proof rooms.

- **Specific end use(s)**
  
  No further relevant information available.

**8 Exposure controls/personal protection**

- Additional information about design of technical systems: No further data; see item 7.

- **Components with limit values that require monitoring at the workplace:**
  
  80-62-6 methyl methacrylate (25-50%)
Trade name: Epoxy.com Product #698 MMA Mortar Resin

### Additional Information
- The lists that were valid during the creation were used as basis.

### Personal Protective Equipment
- **General protective and hygienic measures**
  - Keep away from foodstuffs, beverages and feed.
  - Wash hands before breaks and at the end of work.
  - Do not inhale gases / fumes / aerosols.
  - Avoid contact with the eyes and skin.
  - Store protective clothing separately.
  - Immediately remove all soiled and contaminated clothing.
- **Breathing equipment**: Not necessary if room is well-ventilated.
- **Recommended filter device for short term use**:
  
  ![Combination filter A-P2](image)

- **Filter AX**

### Protection of Hands:
- **Plastic gloves**

Only use chemical-protective gloves with CE-labelling of category III.
- The glove material has to be impermeable and resistant to the product / the substance / the preparation.
- Selection of the glove material on consideration of the penetration times, rates of diffusion and the degradation.

### Material of Gloves
- Butyl rubber, BR
- Nitrile rubber, NBR

Recommended thickness of the material: \( \geq 0.5 \text{ mm} \)
- The selection of the suitable gloves does not only depend on the material, but also on further marks of quality and varies from manufacturer to manufacturer. As the product is a preparation of several substances, the resistance of the glove material can not be calculated in advance and has therefore to be checked prior to the application.

### Penetration Time of Glove Material
- The exact break trough time has to be found out by the manufacturer of the protective gloves and has to be observed.
- Value for the permeation: Level \( \geq 3 \)

### As Protection from Splashes Gloves Made of the Following Materials are Suitable: PVC Gloves
- Not suitable are gloves made of the following materials:
  - Leather gloves
  - Strong gloves

### Eye Protection:
- **Tightly sealed goggles.**

### Body Protection:
- **Protective work clothing.**
## 9 Physical and chemical properties

### General Information
- **Appearance:**
  - Form: Fluid
  - Color: Blue
  - Odor: Characteristic

### Change in condition
- **Melting point/Melting range:** undetermined
- **Boiling point/Boiling range:** 101°C (214 °F)

### Flash point:
10°C (50 °F) (MMA, DIN 51755)

### Ignition temperature:
252°C (486 °F)

### Auto igniting:
Product is not selfigniting.

### Danger of explosion:
Product is not explosive. However, formation of explosive air/vapor mixtures are possible.

### Explosion limits:
- **Lower:** 0.9 Vol %
- **Upper:** 12.5 Vol %

### Vapor pressure at 20°C (68 °F):
38.7 kPa (29 mm Hg)

### Density at 20°C (68 °F):
1 g/cm³

### Solubility in / Miscibility with Water at 20°C (68 °F):
max 16 g/l

### Viscosity:
- **Dynamic at 23°C (73 °F):** 80-110 mPas (Brookfield*)
- **Kinematic at 23°C (73 °F):** 24 - 30 s (DIN 53211/4)
- **Other information:** *Spindel I, 30 U/min

## 10 Stability and reactivity

### Thermal decomposition / conditions to be avoided:
No decomposition if used according to specifications.

### Incompatible materials:
- Acids
- Strong oxidizing agents

### Hazardous decomposition products:
- In the event of fire:
  - Toxic gases and vapours
  - Flammable gases/vapors

## 11 Toxicological information

### Acute toxicity:

#### LD/LC50 values that are relevant for classification:

<table>
<thead>
<tr>
<th>Route</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>80-62-6 methyl methacrylate</strong></td>
<td></td>
</tr>
<tr>
<td>Oral LD50</td>
<td>&gt; 5000 mg/kg (rat)</td>
</tr>
<tr>
<td>Dermal DNEL Langzeit</td>
<td>74.3 mg/m³ (-)</td>
</tr>
<tr>
<td></td>
<td>LD50 &gt; 5000 mg/kg (rab)</td>
</tr>
<tr>
<td>Inhalative DNEL Langzeit</td>
<td>210 mg/m³ (-)</td>
</tr>
<tr>
<td></td>
<td>LC50/4 h 29.8 mg/l (rat)</td>
</tr>
</tbody>
</table>
Trade name: Epoxy.com Product #698 MMA Mortar Resin

### 103-11-7 2-ethylhexyl acrylate

<table>
<thead>
<tr>
<th>Route</th>
<th>LD50</th>
</tr>
</thead>
<tbody>
<tr>
<td>Oral</td>
<td>4435 mg/kg (rat)</td>
</tr>
<tr>
<td>Dermal</td>
<td>7522 mg/kg (rab)</td>
</tr>
<tr>
<td>Inhalative</td>
<td>LC50/4 h 600 mg/l (rat)</td>
</tr>
</tbody>
</table>

### 38668-48-3 1,1’-(p-tolylimino)dipropan-2-ol

<table>
<thead>
<tr>
<th>Route</th>
<th>LD50</th>
</tr>
</thead>
<tbody>
<tr>
<td>Oral</td>
<td>100 mg/kg (rat)</td>
</tr>
</tbody>
</table>

- **Primary irritant effect:**
  - **on the skin:** Irritant to skin and mucous membranes.
  - **on the eye:** No irritating effect.
  - **Sensitization:** Sensitization possible through skin contact.

- **Additional toxicological information:**
  The product shows the following dangers according to the calculation method of the General EU Classification Guidelines for Preparations as issued in the latest version: Irritant

### 12 Ecological information

- **Acute toxicity:**

#### 80-62-6 methyl methacrylate

<table>
<thead>
<tr>
<th>Endpoint</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Algtoxizität</td>
<td>&gt; 110 mg/l (Selenastrum capricornutum) (EC50/72h), OECD 201</td>
</tr>
<tr>
<td>BSB5-Wert</td>
<td>0.14 g/g (-)</td>
</tr>
<tr>
<td>Bakterienoxidität</td>
<td>100 mg/l (Pseudomonas putida) (EC3/16h)</td>
</tr>
<tr>
<td>Daphmionoxidität</td>
<td>69 mg/l (Daphnia magna) (EC50/48h), OECD 202</td>
</tr>
<tr>
<td>Fischtoxizität</td>
<td>&gt; 79 mg/l (Onchorhynchus mykiss) (LC50/96h) OECD 203</td>
</tr>
<tr>
<td>NOEC</td>
<td>9.4 mg/l (Danio rerio (Zebrabärbling)) (OECD 210 fish early life stage test)</td>
</tr>
<tr>
<td></td>
<td>37 mg/l (Daphnia magna) (OECD 202 Part 2, 21d)</td>
</tr>
<tr>
<td>PNEC Langzeit Wasser</td>
<td>0.94 mg/l (-)</td>
</tr>
</tbody>
</table>

- **103-11-7 2-ethylhexyl acrylate**

<table>
<thead>
<tr>
<th>Endpoint</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Algtoxizität</td>
<td>1.71 mg/l (Desmodesmus subspicatus) (EC50/72h)</td>
</tr>
<tr>
<td>Daphmionoxidität</td>
<td>1.3 mg/l (Daphnia magna) (EC50/48h)</td>
</tr>
<tr>
<td>Fischtoxizität</td>
<td>1.81 mg/l (Onchorhynchus mykiss) (LC50/96h)</td>
</tr>
</tbody>
</table>

- **38668-48-3 1,1’-(p-tolylimino)dipropan-2-ol**

<table>
<thead>
<tr>
<th>Endpoint</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>BSB5</td>
<td>11 mg O2/g (-)</td>
</tr>
<tr>
<td>CSB</td>
<td>2360 mg O2/g (-)</td>
</tr>
<tr>
<td>Daphmionoxidität</td>
<td>28.8 mg/l (Daphnia magna) (EC50/48h)</td>
</tr>
<tr>
<td>Fischtoxizität</td>
<td>17 mg/l (Danio rerio (Zebrabärbling)) (LC50/96h)</td>
</tr>
</tbody>
</table>

- **Persistence and degradability** No further relevant information available.

- **Behavior in environmental systems:**

- **Bioaccumulative potential** No further relevant information available.

- **Ecotoxicological effects:**

#### 80-62-6 Methylmethacrylat (Literatur)

- LC50 Oncorhynchus mykiss > 79 mg/l/96h OECD 203/ISO7346/EEC84/449/V,C1
- EC50 Daphnia magna 69 mg/l/48h OECD 202/ISO6341/EEC84/449/V,C2
- EC3 Scenedesmus quadricauda 37 mg/l/8d DIN 38412 T.9
- EC0 Pseudomonas putida 100 mg/l

(Contd. of page 7)
Trade name: **Epoxy.com Product #698 MMA Mortar Resin**

(Contd. of page 6)

105-11/-7-2-Ethylhexylacrylat
(Literatur)
LC50 Leuciscus idus 23 mg/1/48h DIN 38412 T.15
EC50 Daphnia magna 17 mg/l/48h EEC 79/831/V, C
EC3 Scenedeamus quadricauda > 1 mg/l/8d
EC3 Pseudomonas putide > 1 mg/l/15h
Not determined

- Additional ecological information:
- General notes:
  Water hazard class 2 (German Regulation) (Self-assessment): hazardous for water.
  Do not allow product to reach ground water, water course or sewage system.

13 Disposal considerations

- Waste treatment methods
  - Recommendation: Must be specially treated adhering to official regulations.
- Uncleaned packaging:
  - Recommendation: Disposal must be made according to official regulations.

14 Transport information

- **UN-Number**
  - DOT, ADR, IMDG, IATA
    - UN1866
- **UN proper shipping name**
  - DOT, IATA
    - RESIN SOLUTION
  - ADR
    - 1866 RESIN SOLUTION
  - IMDG
    - RESIN SOLUTION (METHYL METHACRYLATE MONOMER, STABILIZED)

- **Transport hazard class(es)**
  - DOT, IMDG, IATA
    - Class
      - 3 Flammable liquids.
    - Label
      - 3

- **ADR**
  - Class
    - 3 (F1) Flammable liquids
  - Label
    - 3

- **Packing group**
  - DOT, ADR, IMDG, IATA
    - II

- **Environmental hazards:**
  - Marine pollutant:
    - No

- **Special precautions for user**
  - Warning: Flammable liquids

- **Danger code (Kemler):**
  - 33

(Contd. on page 8)
**Material Safety Data Sheet**

**acc. to ISO/DIS 11014**

Reviewed on 9/30/2015

---

**Trade name:** Epoxy.com Product #698  MMA Mortar Resin

---

**15 Regulatory information**

- **Cancerogenity categories**

  - **EPA (Environmental Protection Agency)**
    - 80-62-6 methyl methacrylate  
      
      E:NL

  - **IARC (International Agency for Research on Cancer)**
    - 80-62-6 methyl methacrylate
      
      3
    - 103-11-7 2-ethylhexyl acrylate
      
      3

  - **NTP (National Toxicology Program)**
    None of the ingredients is listed.

  - **TLV (Threshold Limit Value established by ACGIH)**
    - 80-62-6 methyl methacrylate
      
      A4

- **MAK (German Maximum Workplace Concentration)**
  None of the ingredients is listed.

- **NIOSH-Ca (National Institute for Occupational Safety and Health)**
  None of the ingredients is listed.

- **OSHA-Ca (Occupational Safety & Health Administration)**
  None of the ingredients is listed.

- **Markings according to EU guidelines:**
  The product has been classified and marked in accordance with EU Directives / Ordinance on Hazardous Materials

- **Code letter and hazard designation of product:**
  
  ![Xi Irritant](image)

  F  Highly flammable

  - **Hazard-determining components of labelling:**
    methyl methacrylate
    2-ethylhexyl acrylate

- **Risk phrases:**
  11  Highly flammable.
  37/38 Irritating to respiratory system and skin.
  43  May cause sensitization by skin contact.

- **Safety phrases:**
  9  Keep container in a well-ventilated place.
  16  Keep away from sources of ignition - No smoking.
  24  Avoid contact with skin.
  28  After contact with skin, wash immediately with plenty of soap and water
  33  Take precautionary measures against static discharges.
  37  Wear suitable gloves.

---

(Contd. on page 9)
Trade name: Epoxy.com Product #698 MMA Mortar Resin

16 Other information

This information is based on our present knowledge. However, this shall not constitute a guarantee for any specific product features and shall not establish a legally valid contractual relationship. Changes made since last issue dated 24.04.2010 at the following points:

- Relevant phrases
  H225 Highly flammable liquid and vapour.
  H301 Toxic if swallowed.
  H315 Causes skin irritation.
  H317 May cause an allergic skin reaction.
  H318 Causes serious eye damage.
  H335 May cause respiratory irritation.
  H402 Harmful to aquatic life.
  H412 Harmful to aquatic life with long lasting effects.
  H413 May cause long lasting harmful effects to aquatic life.
  R11 Highly flammable.
  R25 Toxic if swallowed.
  R37/38 Irritating to respiratory system and skin.
  R41 Risk of serious damage to eyes.
  R43 May cause sensitization by skin contact.
  R52/53 Harmful to aquatic organisms, may cause long-term adverse effects in the aquatic environment.
  R53 May cause long-term adverse effects in the aquatic environment.

- Department issuing MSDS:
  IGG-AD Ingenieurbüro für Gefahrstoff- und Gefahrgutberatung
  Bismarckstraße 10
  D-68623 Lampertheim
  Fax: 0049-(0)6206-58422 http://www.igg-ad.de info@igg-ad.de

- Contact:
  Dr. U. Prinz (u.prinz@igg-ad.de)
  Dipl.-Chem. H. Hinse (heidrun.hinse@igg-ad.de)
### Abbreviations and acronyms:

- ADR: Accord européen sur le transport des marchandises dangereuses par Route (European Agreement concerning the International Carriage of Dangerous Goods by Road)
- RID: Règlement international concernant le transport des marchandises dangereuses par chemin de fer (Regulations Concerning the International Transport of Dangerous Goods by Rail)
- IMDG: International Maritime Code for Dangerous Goods
- IATA: International Air Transport Association
- ICAO: International Civil Aviation Organization
- ACGIH: American Conference of Governmental Industrial Hygienists
- NFPA: National Fire Protection Association (USA)
- MAL-Code: Målemedisinsk Arbejdsfjerningsbefinding (Regulation for the labeling concerning inhalation hazards, Denmark)
- LC50: Lethal concentration, 50 percent
- LD50: Lethal dose, 50 percent

* Data compared to the previous version altered.

---

This information and any recommendations, technical or otherwise, are presented in good faith and believed to be correct as of the date prepared. Recipients of this information and recommendations must make their own determination as to its suitability for their purposes. In no event shall Epoxy Systems, Inc. assume liability for damages or losses of any kind or nature that result from the use of or reliance upon this information and recommendations. EPOXY SYSTEMS, INC. EXPRESSLY DISCLAIMS ANY REPRESENTATIONS AND WARRANTIES OF ANY KIND, WHETHER EXPRESS OR IMPLIED, AS TO THE ACCURACY, COMPLETENESS, NON-INFRINGEMENT, MERCHANTABILITY AND/OR FITNESS FOR A PARTICULAR PURPOSE (EVEN IF EPOXY SYSTEMS, INC. IS AWARE OF SUCH PURPOSE) WITH RESPECT TO ANY INFORMATION AND RECOMMENDATIONS PROVIDED. Reference to any trade names used by other companies is neither a recommendation nor an endorsement of the corresponding product, and does not imply that similar products could not be used. Key Resin reserves the right to make any changes to the information and/or recommendations at any time, without prior or subsequent notice.