
 

 

Epoxy.com Product #672 
Conductive Epoxy 

DESCRIPTION 

Epoxy.com CONDUCTIVE EPOXY is a two component, 100% solids epoxy/aggregate material 
that utilizes the latest in conductive floor technology. Epoxy.com CONDUCTIVE EPOXY can 
be installed as a coating or as a component to Epoxy.com Flooring Systems. 

Epoxy.com CONDUCTIVE EPOXY, when installed 1/8 inch or thicker, can also include 
Epoxy.com ELASTOMERIC MEMBRANES to produce waterproof, crack resistant Systems. 

Typical Uses of Epoxy.com CONDUCTIVE include: 

 
Ammunitions Facilities 

 
Paint and Solvent Storage Areas 

 
Electronic Component Plants 

 Hazardous Materials Storage Areas 

COLOR SELECTION 

Epoxy.com CONDUCTIVE EPOXY is available in the standard colors. 

COMPOSITION 

Epoxy.com CONDUCTIVE EPOXY is composed of 100% solids epoxy resin filled with a 
variety of graded ceramic fillers which provide the conductivity and performance required. 

ADVANTAGES 

 Conductive and Non-Sparking: The Electrical  
 Provides a Chemically Resistant Finish.  
 Available in Various Finishes for a Variety of Service Properties.  
 Can be made Waterproof Waterproofing Membrane.  
 Resistivity of Epoxy.com CONDUCTIVE is 25,000 to 1,000,000 ohms.  

CONSIDERATIONS 

Epoxy.com CONDUCTIVE EPOXY should only be applied over sound, clean substrates free of 
paint, curing compounds, and other foreign materials which can prevent proper bond. 

Most Epoxy.com CONDUCTIVE EPOXY applications require skilled installers in order to assure 
successful results. 



 

 

 

PHYSICAL CHARACTERISTICS 

Tensile Strength ASTM-D-790 5000 psi 

Bond Strength (to concrete) 
ASTM-D-321 

>300 psi (concrete failed) 

Compressive Strength ASTM-C-
579 

11,000-12,000 psi 

CHEMICAL RESISTANCE 

For complete chemical resistance and performance data, please refer to Epoxy.com Flooring 
Systems' data sheets. 

APPLICATION 

SURFACE PREPARATION 

Surface Preparation is the most critical portion to any successful resinous flooring system 
application. All substrates must be properly prepared as outlined in the Surface Preparation 
TECHNICAL BULLETIN. Work must be performed by trained or experienced contractors or 
maintenance personnel. The Epoxy.com technical service department is pleased to answer 
any questions. 

 

 

FOR INDUSTRIAL USE ONLY 

KEEP AWAY FROM CHILDREN 

For more information please contact:  

Epoxy.com. 
352-489-1666 (Phone) 
352-465-3497 (Fax) 

info@epoxy.com  
www.epoxy.com  

Epoxy.com a division of Epoxy Systems, Inc.  warrants its products (when properly stored) for the period of time as follows: Epoxies, Product #315, Product 
#315BC, and Product #316 one (1) year; Polyesters, Methyl Methacrylates (normal) two (2) months and Polyurethanes Four (4) months;  Power Tools and 
Equipment 90 days; Vinyl Esters, High Molecular Weight  Methacrylates (HMMA) and all other resins (not specifically mentioned above) 30 days; hand tools (non-
power tools) 30 days.   Epoxy.com warrants that its products will be free of manufacturing defects and will be in conformity with published specifications when 
handled, stored, mixed and applied in accordance with recommendations of Epoxy.com. If any product fails to meet this warranty, the liability of Epoxy.com will be 
limited to replacement of any non-conforming material if notice of such non-conformity is given to Epoxy.com  within the warranty period for the material (as 
indicated above), or within 1 year of the delivery of materials (whichever is sooner). Epoxy.com may in its discretion refund the price received by Epoxy.com in lieu 
of replacing the material. No customer, distributor, or representative of Epoxy.com is authorized to change or modify the published specifications of this warranty in 
any way. No one is authorized to make oral warranties on behalf of Epoxy.com. In order to obtain replacement or refund the customer must provide written notice 
containing full details of the non-conformity. Epoxy.com reserves the right to inspect the non-conforming material prior to replacement. EXCEPT FOR THE 
EXPRESSED WARRANTY STATED ABOVE, THERE ARE NO OTHER WARRANTIES, EXPRESSED OR IMPLIED, INCLUDING WITHOUT LIMITATION, ANY 
IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR PURPOSE. Epoxy.com 'S OBLIGATION SHALL NOT EXTEND BEYOND THE 
OBLIGATIONS EXPRESSLY UNDERTAKEN ABOVE AND Epoxy.com  SHALL HAVE NO LIABILITY OR RESPONSIBILITY TO THE PURCHASER OR ANY 
THIRD PARTY FOR ANY LOSS, COST, EXPENSE, DAMAGE OR LIABILITY, WHETHER DIRECT OR INDIRECT, OR FOR INCIDENTAL OR 
CONSEQUENTIAL DAMAGES. All quotes and sales subject to availability. 
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